
Features

Specifications

Front View Side View Rear View

WQ-990 9U 900mm Depth Ultimate Quiet Server 
Cabinet

• Universal Fit Most of Rackmount Chassis and Equipment

• Front, Rear, and Side Security Lock to Prevent Unauthorized Access to 

   Equipment and Data

• 6 x 120mm AC Cooling Fans on Rear Door to Enhance Air Flow

• Sound-absorbing Foam inside Cabinet to Lower dBA

• Cable Entry Provided from Bottom

• Fully Adjustable Rails to Ensure the Best Fit of Rack-mount Chassis

• Locking Mechanism Design on Casters

• Tempered Glass Door with Security Key Lock

• Comes with M5 Mounting Screws and Cage Nuts

Model Number

RoHS Compliance

Material 

WQ-990

YES

Frame:Aluminum
Base:SPCC Cold Rolled Steel t1.2
Mounting Rails:SPCC Cold Rolled Steel t2.0

Top Panel:SPCC Cold Rolled Steel t1.2
Side Panels:SPCC Cold Rolled Steel t1.2
Doors:SPCC Cold Rolled Steel t1.5

Cooling 

6x120mm 120V AC fans

Supported Chassis Depth 

Internal Dimensions 

Width
Height
Depth

23.62" ( 600 mm )
24.21" ( 615 mm )
35.43" ( 900 mm )     

30" and under

Height: 17"
Depth: 29.2" (mounting posts front to back)

Form factor

9U

Color 

Black (Special Color on Request)

2200 lbs

Loading Capacity 

Dimensions (WxHxD) 

All standard off the shelf product specifications can change without prior notice Last updated: 2020-01-22

We at iStarUSA Group offer OEM/ODM services for Industrial Power, Custom Power, Chassis, Cabinets, and Data Storage. 
Through our skilled metal bending, milling, and silk screening we can provide you with unique customizations that will make 
your product stand out from the rest. With iStarUSA Group's OEM/ODM Solutions you can be sure to receive one-of-a-kind 

products for your one-of-a-kind business.
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Optional Accessories
Model Description Model Description
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Change the fan box mounting location

broaden the cable entry 80

Three-section bottom plate

Front glass door
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Change for the button MS-725
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use the gasket around the door

Front glass door T:5mm

reinforce the front and rear door

760MAX： 7070

WQ-990

WA-PD010 10 Outlet Overload Circuit Breaker Protection 
Power Distribution Unit

WA-PS06A 6 Outlet Power Strip


